REPAIR MANUAL FOR ASTEC POWR SUPPLY AC8151

SECTICN I: Test Set-up
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A. Eguimment Needed

B. Set-up Procedure

Set-up as shovm in Figure 1. You will want to monitor the input
power and input voltage and the output wvoltage of the regulated buss,
which is the +5 output with DWM's. Also, monitor the +5 output with
the oscilloscope using 50mV/div sensitivity. The DVM monitoring the
+5 output can also be used to check the other ocutputs. See text of
Section III for test points within power supply.

SECTION II

A. Visual Inspection:

Check power supply for any broken, burned, or obviously damaged
camonents. Visually check fuse, if any question check with

Isolation Transformer (minimm of 500 VA rating)

Dangerously high voltages are present in this power supply.
So far the safety of the individual doing the testing please
use an isolation transformer. The 500 VA rating is needed
to keep the AC wave form fram being clipped off at the peaks.
These power supplies have peak charging capacitors and draw
full power at the peak of the AC waveform.

0-28V Viriable Transformer (Variac)
Used tc vary input voltage. Recamend 10 Amp, 1.4 KVA rating,

minimumi.

Voltagemeter — Needed to measure DC voltage to 50 VDC and
AC voltages to 400 VAC. Recamend 2 Digital Multi Meters.

Oscilloscope — Need X10 and X100 probes.

ILoad Board with Connectors

See table I for value of loads required. The entry on the
table for safe load power is the minimum power ratings for the
load resistors used.

Ohm Meter

Watt Meter

U.S. ASTEC ELECTRONICS (408) 727-3350
1101 SPACE PARK DRIVE

TWX 910-3380021
TELEX 357471 ASTEC SNTA

SANTA CLARA, CA 95050

































